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t Units are designed for operation as follows. 


} U.S.A. and Canada... erlotinib ace AG tee V OMY China... See es eee eee gesteeenecteeke AC 228 V oni, 
' Australia... stiuteaas Reel ee ee 248 VY only *Other countries. pach AC 110- 120/220-240 V switchabi- 
*AC voltage selection 


AC voltage selector switch 
The AC voltage selector switch on the rear panel is set to the : 
voltage that prevails in the area to which the unit is shipped. AC110-120V ~ ACZ20-240V ~ 
Before connecting the power cord to your AC outlet, make sure L | 
that the setting position of this switch matches your line voltage. 
If not, it must be set to your voltage in accordance with the fol- 
lowing direction. 


Move switch lever 
to match your line 
voltage with a 
small screwdriver 
or other pointed 
tool. 


Note: 
_ Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch. 


Ss safety precau uti fOns © AG Caution : Head this s section a caratully to to ensure safe we oneration: 
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WARNING : TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN 
OR MOISTURE. 


CAUTION CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 
RISK OF ELECTRIC SHOCK (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO 
GO NOT OPEN QUALIFIED SERVICE PERSONNEL, 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, IS 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE" 
WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE 
A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER 
TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN 
THE LITERATURE ACCOMPANYING THE APPLIANCE. 


Unpacking 


Unpack the unit carefully and make sure that all accessories are put aside so they will not be lost. Examine the unit for any possibility of 
shipping damage. If your unit is damaged or fails to operate, notify your dealer immediately. If your unit was shipped to you directly, notify 
the shipping company without delay. Only the consignee (the person or company receiving the unit) can file a claim against the carrier for 
shipping damage. We recommend that you retain the original carton and packing materials for use should you transport or ship the unit in the 
future, 


Accessories 


FM indoor antenna (1) AM loop antenna (1) Loop antenna stand (1} 


* Use to adapt the plug on the 
power cord to the shape of 
the wall outlet. (Accessory 
only for regions where use is 
necessary.} 


Specialfeatures ss 
station preset EAA ate he AE AN a nee cee od Pe es 


speaker system....... SACP EGR Taio este be ric ven tebatis st tame hos tinea beaakale see 


llable audio fun 


Before applying power 


Special features 
System connections 


Controls and indicators 
Playing music 

Sound adjustment functions 
Recording -... 


Broadcast reception SSR ARE eRe eon 


{n case of difficulty 
4, Specifications 
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Adan ste betleateneietttctvenentate This unit incorporates a function for storing received stations in 
preset memory with a simple operatian. It is very convenient ta 
preset the stations you like. The preset stations can he recalled 
also very easily. (35) 


Sides Gd cbdetietea oe Beth Setting the Speaker Impedance Selector to match the impedance 
of your speakers allows you to take full advantage of you‘re 
speaker's performance characteristics by driving them under the 
best possible conditions. 

We've also included 2 sets of speaker terminals so you can 
connect two different sounding speaker systems, or use two sets 
of speakers at ance {only when both sets of speakers have an 
impedance of 8 ohms or more), ~Pe] 


stetttethntttieratoveath By connecting KENWOOD source components such as a cassette 
deck and CD player through system control! connection, the basic 
operations of these components can be controlled from the 
remote control unit provided with this unit. A single remote 
contraf unit can contral the entire audio system easily. -~ Cs 


Caution : Read the pages marked A, masa to ensure safe operation. 
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? Make connection as shown below. 
When connecting the related system components, refer also 
to the instruction manuals of the related components. 


Do not plug in the power lead until all connections are 
completed. 


Video deck or LD player 


Turntable 


TREE eee ee! 


Video cord 


SPEAKERS IMPEDANCE SELECTOR 
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omponents CU AMIONML Luascateattsteslshectsosssennesdersresanen 


Malfunction of microcomputer 


If operation is not possible or erroneous display appears even 
though all connections have been made properly, reset the 
microcomputer referring to “In case of difficulty”. 


— 


COUN 2t9T tne ee 
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Monitor TV 


rd 


SYSTEM CONTROL jack 


Used for system 
control connection 
of KENWOOD com- 
ponents. 


To wall AC outlet 


For U.S.A., Canada 
and China 


Caution regarding placement 

{Except for U.S.A. and Canada} 

To maintain proper ventilation, be sure to leave a space 
around the unit (from the largest outer dimensions includ- 
ing projections) equal to, or greater than, shown below. 


Left and right panels: 10 cm 


Rear panel: 
Top panel: 


10cm 
50 cm 
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Connecting system control cords after ee a KENWOOD audio component system lets you take advantage of convenient — 


System control operations. 
There are two KENWOOD system control modes. Make connections according to the groups of terminal symbols shown below. 


XS8! Mode: lets you combine [X%), [X4), and (XS8) terminals 


(SLTIB} Mode: for SLT) terminals only 


This unit is compatible with both [XS8] and [SL16] modes. It comes from the factory set to the [XS8] mode. To switch to the [SL16] 
mode, follow the instructions in “SWITCHING FROM [XS8] TO [SL16]” below. 


Sr er 


EXAMPLE: (XS3] mode connections EXAMPLE: [SL16] mode connections 
The underlined portion represents the setting of the system The underlined portion represents the setting of the system 
control mode. control mode. 


[SL16] MPD Recorder 
System [SL16] LD Player System 
contra! control 
cord cord 
cb Player isi.) Ixet IxsaI 


e Some CD players and cassette decks are not compatible with the [SL16] system control mode. Be sure to use the [XS8] system contro! 
mode when making system connections with equipment that is not (SL16] compatible. 

e@ Some LD players and MD players are ndt system contral compatible. You cannot make system control connections to this kind of 
equipment. 


[SL76] [XS8] Receiver 


[SL16] 


[SL16] 


ISL16] [XS] [X$8] [XR] 


[SL16} [XS] [XS3} 


[XS] 


_—_———, 


tions, If your equipment consists of this kind of combination, please do not connect any system 
contro] cords. Even without system control cords, normal aperations can be carried out without 
affecting performance. 

2,Do not connect system control cords to any components other than those specified by 
KENWOOD, It may cause a malfunction and damage your equipment. 

3. Be sure the system control plugs are inserted all the way in to the system control terminals. 


a a a ri tea cS ACC A A Ae CAE DSCC DIR SOC 


as 1. [SL16] equipment cannot be combined with [XR], [XS], and [XS8] equipment for system opera- 
N i 


ri 


ABOUT THE SYSTEM CONTROL OPERATIONS 


Remote Control (Except [SL16]) 
Lets you operate source components with the system re- E 
mote supplied with this unit. : 


SWITCHING FROM [XS8] TO [SL16] 


You can easily change the system control mode with the 
following operation. Do this operation after completing all 
connections. 


Switching to [SL16]: Hold down the AUTO/MANUAL £ 
key and switch the MAIN POWER & 
key from OFF to ON. : 

Switching back to [XS8]: Hold down the BAND key and | 
switch the MAIN POWER key 
from OFF to ON. 


Automatic Operation (Except [XR] equipment} 
When you start playback from a source component, the in- |: 
put selector on this unit switches to that component auto- [ 
matically. . 


Synchronized Recording (Except [XR] equipment) 3 
Lets you synchronize recording with the start of playback [ 
when recording from CD, MD, LD, or analog discs. 


@ This operation will not affect items stored in the memory. 


The system control mode will revert to [XS8] if the § 
unit is not turned on for three consecutive days. If 
you would like to make the unit completely (and per- 
manently) [SL16] compatible, please ‘consult your § 
nearest retailer or the KENWOOD Marketing Depart- & 


1. Connect all cords firmly. If connections are loose, there could be loss of sound cr noise produced. 

2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplug- 
ging connection cords without removai of the power cord can cause malfunctions or damage to the unit. 

3. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 


Notes 


C 
“ 
A] 


A 


‘D Strip coating. 


faa 


(2) Push fever. 


a 


@ Insert cord. 


a 


(4) Return lever. 


Speaker protection circuitry 


If the speaker cards are short-circuited, the speaker protection 
circuitry is activated and the sound is muted. If this occurs, 
switch the POWER key to OFF, remove the short-circuit from 
the speaker cords, and switch the POWER key to ON again. 
Normal operation will resume. 


When using the speaker A or speaker B separately 


Selector position _ 


Speaker 


impedance 


42,69 


t 


8Q,16Q 


When using the speaker A and B simu!taneausly 


Speaker impedance Selector pasition 


«a > 
82, 162 [0 << 


mnectionofspeakers —s_.. 


Setting the speaker IMPEDANCE SELECTOR — 
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SPEAKERS 
IMPEDANCE SELECTOR 


A AND &. 
&) OF MORE 


B: 3 
aOR MORE § 


R L 
Speaker system B 


e Never short-circuit the + and - speaker cords. 

e If the left and right speakers are connected inversely or if the 
speaker cords are connected with reversed polarity, the sound 
becomes unnatural with ambiguous acoustic image positioning. 
Be sure to connect the speakers and speaker cords correctly. 


CAUTION::1o prevENT FIRE OR DAMAGE REQUIRING 
SERVICE, SET THE IMPEDANCE SELECTOR 
SWITCH AS DESCRIBED BELOW. | 


According to the impedance of the speakers used, set the speaker 
IMPEDANCE SELECTOR on the rear panel as shown in the tabie. 


e When the IMPEDANCE SELECTOR switch is set to “AorB: 
LESS THAN 82, AandB: 82 OR MORE”, it is possible to use 
the A and B speakers at the same time. 

Therefore, when using the speakers A and B simultaneously, be 
sure to set the IMPEDANCE SELECTOR switch to the “Aors: 
LESS THAN 8, AandB: 82 OR MORE” position. 

e During speaker system connection and operation of the speaker 

IMPEDANCE SELECTOR, set the REMOTE POWER key to OFF. 


ity 


2: seigah det Sedat nneatest seit teal ttt aa eh 
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Connection method to each antenna terminal 


2: Insert cord. ‘3 Return lever. 


1; Push lever. 


AM loop antenna connection 
The supplied antenna is for indoor use. Place it as far as possible 
from the main system, TV set, speaker cards and power cord, and 
set it to a direction which provides the best reception. 


Loop antenna 


G2 


LOOP 
ANTENNA 


ee 


oN , 
— 


FM indoor antenna 


FM indoor antenna connection 

The accessory antenna is for temporary indoor use only. For stable 
signal reception we recommend using an outdoor antenna. Remove 
the indoor anienna if you connect one outdoors. 


(Except for U_S.A., Canada and Australia) 


The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel 
is set to the correct setting that prevails in the area to which the 
unit is shipped. However, if the FM DE-EMPHASIS / CHANNEL 
SPACE setting is not matched to the area where the unit is to be 
used; for instance, when you moved from area 1 to area 2 or vice 
versa, desired reception of AM/FM broadcasts is not expected. In 
this case, change the FM DE-EMPHASIS / CHANNEL SPACE set- 
ting in"accordance with the area corresponding to the table. The FM 
DE-EMPHASIS is switched over at the same time. 


e When changing the setting of the FM DE-EMPHASIS / CHANNEL 
SPACE switch, first disconnect the power cord of the amplifier, 
then reset the channel space switch, connect the power cord 
again, and turn the power on. 


AM outdoor antenna connection 
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ober 


lf the reception is poor when the AM loop antenna ‘s used, distrib- 
ute a vinyl-coated wire of more than 6 meters outdoors, without 
disconnecting the loop antenna. 


— Outdoor antenna 


Coaxial cable FM outdoor 
aE, antenna 
= ed 
10mm 10mm 


FM outdoor antenna connection 
Lead the 75 Q coaxial cable connected to the FM outdoor antenna 
into the raom and connect it to the FM 75 9 terminal. 


RON ERR menarcheal KAREN ROD DANA AAR A RNA RANA ANP MNAV Ra NN MAD ae KAMAN DIANA RAN aN nad A AN tr A 


FMnooetis 

z 

DE-EMPHASIS 

CHAE Lele sop 
FMSOkt2 
AM SkHz 


CHANNEL FM DE- 
SPACE freq. | EMPHASIS 


U.S.4., Canada, 
Hawaii, South 
American countries} AM: 


Other countries. 


N 


MUTE indicator 
SPEAKERS indicators 


Broadcast band indicators all display, 


Input display, 


* 


Preset channel display 


and Canada 


AEMGTE POAT 


@REMOTE POWER key 

(Except for U.S.A. and Canada) 

Press to switch over the STANDBY/ON 

modes when the MAIN POWER is ON. 
@® MAIN POWER switch 

{Except for U.S.A. and Canada} 

Press to switch the main power ON/OFF. 
@POWER key 

(For U.S.A. and Canada) 

Switches the power ON/OFF. 
OQ STANDBY indicator 
GLEVEL MODE key 

Press when adjusting the tone. : 
G@LEVEL CONTROL keys 

Press to adjust the tone. 
@ BAND key 

Press to switch the broadcast band. 
®INPUT SELECTOR knob 

Turn to select the input sources. 
@VOLUME CONTROL knob 
@ PHONES jack 

Used for headphone tistening. 


LOUDNESS indicator 


a ween MUTE asnenee 
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MEMORY indicator 


LOUDNESS 


non ensencs cos momnsaadansecaneeamnnnaaaasanansansanasaney 


i SPE MEMORY 
(ce ae: : (STEREO) Reception mode 
. if | Miz | Tuning mode indicator 


TUNED indicator 


@® LOUDNESS key 
Press to enhance low frequencies. 
@MUTING key 
Press to mute sound temporarily. 
@®SPEAKERS A/B keys 
Press to select the A and/or B speaker 
systems. 
@ Numeric keys 
® AUTO/MANUAL key 
Press to select the auto tuning mode. 
@ DIRECT key 
Press for direct station tuning based on 
numerical input. 
@ MEMORY key 
Press to preset a Station in the memory. 
@P.CALL keys 
Recalis preset stations. . 
@ TUNING keys 
Press to tune broadcast stations. 


About the s TANDBY intientee 


This unit has a STANDBY indicator. When the STANDBY indicator is hit, the unit consumes a small amount of power to preserve the memory. 
This is called STANDBY mode. This made also lets you turn the power ON/OFF using the remote control. 


ry 


Remote controlunit ___. ke 


ahs SaneirRebateagieensy Sopra pipe pena coasts Sites eaten a are RBIS, OD COLES fothsermes ee ee ee ee 
The remote control unit provided with the receiver can also control KENWOOD cassette decks, and CD player connected to the 
receiver through system control cords. For details of the controllable functions, refer to the instruction manuals of these 
components. 
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@POWER key 

@ BAND key — (73) 
Press to switch the broadcast band, 

©P.CALL keys = 
Recalls preset stations. 
@ Piay/pause key (»/11) (CD) 
© Stop key (m) (CD) 
@ Skip keys (<< , >») (CD) 
@DISC SKIP key (CD) 
For use as the disc skip key of the multi-CD player. 

Q Input selector keys (79) 
Press to select the inputs. 

©LEVEL MODE key ~(t1) 
Press when adjusting the tone. 

TAPE A/TAPE 8 keys (Cassette decks) 

@ Play keys (<, ») (Cassette decks) 

@® Fast Forward/Rewind keys (<4 , »») (Cassette decks) 

@ Stop key (m) (Cassette decks) 

@®REC/ARM key {Cassette decks) 

When recording on TAPE B, puts the deck in record-pause mode 
after leaving a non-recorded blank of 4 seconds. 

@MUTING key ~(iu 

Press to mute sound temporarily. a0 
@LGUDNESS ke ~fiti 
KENWOOD Press to Ene fan frequencies. 

\ —— j @®VOLUME/LEVEL CONTROL keys ~( 19) ~Ci 
Press to adjust the volume. If the LEVEL MODE key is pressed 
before these keys, these keys can also be used to adjust the 
tone. 


ha 
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Model: RC-R0301 
Infrared ray system 


Loading batteries 


CD) Remove the cover. 
Operation procedure 


When the STANDBY indicator is lit, the power turns ON when 
you press the POWER key on the remote. When the power ; 
comes ON, press the key you want to operate. re 


@4hsert batteries. 


Approximate operating range 


Remote sensor 


e Insert two AA-size (R6 / SUM-3} batteries as indicated by the 
polarity marking. Ee 


Model: RC-RO0301 


@Close the cover. 
Infrared ray system 


e Whe.. two operation keys on the remote control unit are 
pressed successively, press each key securely reserving an 
interval of more than 1 second for each press. 


2. When the remote-controllable distance gets shorter than before, replace both batteries with new anes. 
3. Malfunction may occur if direct sunlight of the light of a high-frequency lighting fluorescent lamp enters the remote control light 
sensor. In such a case, change the system installation position to prevent the malfunction. 


ade 1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 


Preparation e Press the MAIN POWER key to ON. 


(Except for U.S.A. and Canada) 


MAIN POWER 


[———Hoo 


7 Turn the power ON. 
For U.S.A. and Except for U.S.A. 


Canada and Canada 
R REMOTE POWER 


Geto 


OO 


The indicators of the speaker 
systems to be used should 
light up. 


3 Select the input source. 


INPUT SELECTOR 


5 Adjust the volume. . 


VOLUME CONTROL 


To © To increase F 
volume oon uP volume E 
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gE : Keys or controls to be used in this operation 


Pe eA RET ENT TT TT TT AT TT TORT TOPE EAR EE 


A, B OFF 
Sound is not output from the speakers. Use this setting for listening 
through headphones, ete. 

AON 
Sound is output from the speakers connected to the SPEAKERS A 
terminals on the rear panel. 

BON 
Sound is output from the speakers connected to the SPEAKERS B 
terminals on the rear panel, 

A, B ON 
Soundis output from the speakers connected ta the SPEAKERS A and 
B terminals on the rear panel. 


Peeeer ee eeESCCCrererrerrer reece st PUeeerseese sere arise Pere Leelee cs eee ee ee cee 


The input sources are switched in the following order: 


The selected source 
is displayed. 


4° TUNER (frequency display) 
a, rin iy 


(2: 


Moni 


elf a KENWOOD LD player or MD recorder connected through 


the system remote control cord tn the [SL16] mode, it is néc- 
essary to change the VIDEO or TAPE input to LD or MD input 
using the following procedure, 

(1) Select the input name to be changed. 

@ Press ace hold the AUTO /MANUAL key for more than 2 
seconds. 
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: Keys or controls to be used in this operation 


febew 2 ne an ahs, Stile ttle MERI it oe ce 
samc atonne + Hebe ene ene SECA OI Mea I a! et CP AAO AAT a AR MARISA HEC te Slated at 


petra gil HOT ble MBE AT oad eR Ce 


Adjusting the tone and left/right volume balance 
(1D Select the tone mode to be adjusted. Each press of the key switches the mode as follows: 


LEVEL MODE @L--#--F ; The mode for adjusting the volume balance 


= ; between the left and right. 
5 ——he Indicates the center. Indicates the balance setting. 


Cass Proceed to step 2 within 5 sec. . 
(If more than 5 sec. have elapsed, press the LEVEL MODE key 


again.) 2) 


BERORE TANS 


@ Adjust. 


To enhance — 
CT. L Lt 
ueveLconmpo, {19 decrease the H " 
< = left sound} Mm am, = t 


(@) O @ TREBLE : The mode for adjusting the high frequencies. 
Todisenhance 
{To decrease the ie 


right sound) ae ae 


aa a ssa daar RR Cerra raster tire te inert ve RSPR VIGO? SEES SSSR IONE CROCCO 


Compensating for low frequencies (LOUDNESS) 
The LOUDNESS function is used to compensate for the low 
frequencies which are less audible during low-volume lis- a 


tening. , 
a“ fn ea 
ae, 


~ lights 


To listen through headphones 
® petboth of the SPEAKERS keys to 


A—-—— SPEAKERS -—— 8 


LOLIONESS 


(2) Plug headphones. 


PHONES 


To cancel 
Press the LOUDNESS key again. 


Goes off 


me Tiss as Bic gan SAAT 


To mute sound temporarily 


Press again to return to the original volume. 


Ta cancel 
Press the MUTE key again. 
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: Keys or contrals to be used in this operation 
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To record a music source 


(1) Select the source to be recorded. 
INPUT SELECTOR 


Select an input source other than TAPE. 


@ Put the cassette deck in record- 
pause mode. 


3) Play the source and start record- 
ing. 


: Keys or controls to be used in this operation 


ORGASM NAMI Wma tat Re AAAS ye teaming ER te tpt eats 


PL Toe Ee Pe ee See ee oe See 


’ Receiving broadcast stations 
} : 


The input sources are switched in the following order: 


7 Select the TUNER input. 7) TUNER (frequency display) 


INPUT SELECTOR : @PHONG 
re 2 
ei beu (LB) fee a ae | 
i TAPE (M2) im ty LE US sae SD 


Frequency display 


@ The last frequency tuned before is displayed. 


PPO CR Cs Seco eee er cee PPPs eer ee aT eee rere reer eee. Ses eres ee re ree eee ere ee er rer ere 2 eee ee rns 


Each press switches the band as follows: 


(DFM 
@) AM 


“ANI” of “FM"® indicator 


Each press switches the turning method as follows: 
is @) AUTO lit (auto tuning) 


3 Select the tuning methed. 
‘2) AUTO not lit (manua! tuning) 


AUTO/MANUAL 


DIRECT MEMORY 


@ Usually, set the switch to AUTO (auto tuning). 


Select manual tuning when noise interferes due to weak radio wave. 
(The stereo broadcasting is received in monaural during manual tun- 
ing.) 


Frequency display 


77 mm 

Cy y LL LL poi 
“TUNED” tights up when 
a station is tuned. 


To increase 


: TUNING A frequency. 


Posdckiaxes “eo E For Auto Tuning: Press v or ~ once and the tuner automatically 


frequency tunes to 4 receivable station. 

For Manual Tuning: Press repeatedly until the frequency you desire 
is tuned. You can also tune by holding the but- 
ton down, 
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7 Select the TUNER input. 


INPUT SELECTOR 


3 Specify the frequency. 
‘D Press the DIRECT key. 


AUTO/MANUAL DIRECT MEMORY 


(2) Enter the frequency of the desired J 


station. 


The input sources are switched i in the following order: 
‘1: TUNER (frequency display) 


PHONG 

GOR c ( 5 
eviteo Cf om eS 
2) TAPE (2) Fy 4 LD oe EOD 


Frequency display 


meme R LEE EE em PT A eR ma a 


Each press switches the band as follows: 
i FM 
2: AM 


“| mr _ ees 
Ho OO oS 


blinks 


Press the numeric keys according to the frequency to be tuned as 
shown below, 


*AM10kH2/FM100kHz territories (U.S.A., Canada, etc.) 


AM 810 KHZ... (s], [1] (10 kHz space} 
AM 1260 KHZ... [1], [2], [8] (10 kHz space) 
FM $90Mhz............[8], [0], [0] (100 kHz space) 


FM 102.5 MHz... [1], fo), (2), ) (100 kHz space) 


* AMSkKHz/FM50kHz territories (other countries) : 
AM 810. KHZ eens [3], [1], {0} (9 kHz space) 


AM 1260 kHZ.......... [7], [2], {6}, [a (9 kHz space) 
FM 90 MHZ... (g], fo], fo}, [a] (50 kHz space) 


FM 102.5 MHZ vcesen [4], (0), [2]. [5], [0] (50 kHz space) 


*FM DE-EMPHASIS/CHANNEL SPACE switch CZ] 


Frequency indicator 


qa on 


i) ot: 


“TUNED” —_ up when 


a station is tuned. 


e If you make a mistake, the frequency display blinks jor a few sec- 
onds. In this case, repeat step 3 from the beginning. 


a 


Preparation @ Tune the station to be stored in 
memory. 


KR-ASOBO {En} 


¢ : Keys or controls to be used in this operation 


_ Storing radio stations in memory (. Station preset) © 


WME feat A eA Aner 


(1) Press the MEMORY key during re- 
ceiving a station. 


* AUTO/MANLAL DIRECT MEMORY 
= foo 


wry Proceed to step 2 within 5 sec. 
(If more than 5 sec. have elapsed, press the MEMORY key 
again.) 


(2) Select one of the preset numbers 
from 1 to 40. 


3 4 & 5 7 & 3 Oo +10 


Trane ab ewen celine ven se wvirv sth deel A're deaclealers AWS STERN EN PR d EVERCECTORYIS 


. Receiving a preset station 


stewart at A Ste Ta Ta 


Lights up (for 5 sec.) 


Press the numeric keys in the following order, 
To store in "15" ... 10), [5] 
To store in “20” .., [410}, [410], [6] 


e Repeat steps “ and @ for each of the stations to be stored in 
memory ~ 

e You can store a combined total of up to 40 FM and AM stations. 

@ If a station ts stored in a preset number which has already stored 
a station memory under it, the previous memory is replaced by 
the new memory content. 


Dat el Stag SR Sane aeee ee een ene emma ai ene alate He PP eG Bh OT RRA Be lee ale a Be 


\ Select the Leno. input with the 
INPUT SELECTOR 


INPUT SELECTOR 


@ 


2) Press the preset number of the |: 
desired station. 


Press the numeric keys in the following order, 

To recall "15"... [+10}, [5] 

To recall "20" ... (+10), , (3) 

@ !f you make a mistake in entering the figure of 10, press the 


key repeatedly until the original display is shown, then enter the 
correct number, 


Preset number stored in memory 


Receiving all preset Stations inorder 


PE ATE AE Che toes cetera BAe Ne ies Mig es eR QE ERI be a dh Adee es 


Press the P.CALL key. 


2 PCAL A 


e@ Every time the key i is pressed, the next station in the order of the 
preset number is received. 


When you press a key,... f—- J em Joecceees Je IF +S 


When you press v key,.... Pomme Fo me evans IA AIG mY 7 


If the key is held pressed ....,. Preset stations will be received succes- 
sively for about half a second each. 


vl. 


In case of difficulty 


Operation to reset For U.S.A. and Canada 


; Unplug the AC power cord from the wall outlet, then plug it 
The microcomputer may fall into malfunction {impossibility to back in while holding down the MEMORY key. 


operate, erroneous display, etc.) when the power cord is un- 

plugged while power is ON or due to an external factor. {n this Except for U.S.A. and Canada 
case, execute the following procedure to reset the microcom- 
puter and return it to normal condition. 


KR-ASOGO [Er 


Leave the AC power cord plugged in and switch the MAIN 
POWER key OFF, then switch the MAIN POWER key ON while 
holding down the MEMORY key. 
e Please note that resetting the microcomputer clears the contents 
stored in it returns it to the condition when it left the factory. 


ac arate en ammle Ee SSE sn ae feted HY $0 PL eee oe DAS RANARIES SEALER alata aD 


of unit 


Remote cont 
| “Symptom ee es Hemedy 
Remote control operation is not possible. | Batteries are exhausted. e Replace with new batteries. -—3) 
e The remote control unit is too far away fram | @ Operate the remote control unit within 
the main system, controling angle is too the controllable range. . 


large, or there is an obstacle in between. 

e The audio cords and system control cords 
are not connected properly. 

@ The source component to be operated does 
not contain the tape(s) or CD. 

@ An attempt is made to play a tape which is 
being recorded in the cassette deck. — 


e Connect properly referring to “System 
connections”. ~ 

e Place the tape(s) or CD in the source com- 

_ ponent to be played. , 

e Wait until the recording is completed. 


Amplifier 


Ch ener eeteh eotrelare ate 


e Connect them properly referring to “Sys- 
tem connections”. 
e Adjust the volume to a proper level. 


Sound is not output. The speaker cords are disconnected. 


® The VOLUME is set to the minimum pesi- 
tion, 
e The SPEAKERS switches are set to OFF. 


® Set the SPEAKERS switchtes} to ON. 


# Turn the power off, eliminate the short- 
circuiting, then turn on the power again. 


~ | 


The STANDBY indicator blinks and sound 
is not output. 


# Speaker cords are short-circuited. 


e Connect it properly referring to "System 
connections”. 
e Adjust the Left/Right balance. 


e The speaker cord is disconnected. 


Sound is not output from one of the 
speakers. 


e The BALANCE control is set to an extreme 
position: 


e Insert the audio coed plugs securely into 
the PHONO jacks. 

e Connect the grounding wire to the GND 

termina! on the rear panel. 


e@ The audio cord from the turntable is not in- 
serted.securely into the PHONO jacks. 
e The turntable is not grounded. 


A hum noise is generated when the 
PHONO input selector is selected. 


Tuner 


@ No antenna is connected. e Connect an antenna. 

e The broadcast band is not set properly. @ Set the broadcast band properly. 

e The frequency of the desired station is not | # Tune the frequency of the desired station. 
tuned. - 


interference. e Noise due to ignition noise of an automobile. | e Install the outdoor antenna away from the 
road, 
e Noise due to an influence from an electric {| @ Turn off the power to the appliance. 
appliance. 
e Noise due to a nearby TV set. e Install the system farther away fram the 
TV set. 


A station which was preset cannot be re- | @ The preset station belongs to a frequency | @ Preset a station with a receivable fre- 
ceived by pressing the corresponding nu- that cannot be received. quency. 
meric key. e The preset memory was cleared because | e Preset the station again. 

the power cord had been unplugged for a 

long period of time. 


= 


Do not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing cil, for 
Mie they may deform the plastic components. 


Audio section 


Rated power output at the STEREO operation 


50 watts per channel minimum RMS, both channels driven 
at 8 Q, from 30 Hz te 20,000 Hz with no more than 0.09 % 
total harmonic distortion. (FTC} 


Total harmonic distortion 
Wowbsds cutis dausaspaxiidansisciceaiieess 0.03 Io (1 KHz, 25 WS 0) 
Signal to noise ratio {IHF’66} 
PHONO (MM).. weagarsavensaeectonets .. 75 dB 
LINE (CD, VIDEO, TAPE) .. simecdisesceentececs So OB 
Input sensitivity / impedance. 


SROSO eee meee Eee Ee 


PHONO) (IMIV) ........:.csessnesccncssccrssssransneseseeees u 25 mV / 47 kQ 

LINE (CD, VIDEO, TAPE) ...........:22c2sccseseeasees 200 mV / 47 kQ 
Tone controls 

BASS as oceii cesecesieiep eee eed + 8 dB (at 150 Hz) 

"TREBLE ow held ees ee es Be act ae « 8 dB (at 10 kHz} 


LOUDNESS control at - 30 dB VOLUME level 
pastestszzscatssnssessnecerecseeses + 6 UB (150 Hz) 


See Ree ee, 


DEC : 6 atl Onis (For The U.S.A. and Canada 


Pie LT 
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FIM Tuner section 


Tuning frequency range .....ccccsssssea 87.5 MHz ~ 108 MHz ; 
Usable sensitivity : 
OIG eis iionscadesie ieee acinar ies 1.4 pV (75 Q) / 14.2 dBF 

(75 kHz dev., S/N 30 dB} 


50 dB quieting sensitivity 
STEREO .........022 


BS ESSAS ESSERE SERED TEE ADEE 


44 uV (75 Q) / 44.2dBf 


(75 kHz dev.) 
Total harmonic distortion (1 kHz) 
ION eros cerasiiede ictevereceetcassctss vations 0.6 % (65.2 dBf input) 
STEREO sosccasees cee hese ees eee: 0.7 % (65.2 dBf input) 
Signal to noise ratio (1 kHz, 75 kHz dev.) 
17.61! [2 iseenrtar alps ert Oe Ne nee Henne ne Da ne 75 dB (65.2 dBf input) 
SRO secre oiicitines Deere aeseewinees 68 dB (65.2 dBf input) 
Stereo separation 
MET iavens sau tyusncadcoccws caaessetsasceatnesastestohaece ceded wosescesSh cet 40 dB 
Selectivity (£400 KHZ) ...........ccscssssssesssnesssccocsecesessessseas 50 dB 
Frequency response.......... 30 Hz ~15 kHz, + 0.5 dB, ~ 3.0 dB 
AM Tuner section 
Tuning frequency range ..........022.200e 530 kHz ~ 1,700 kHz 
Usable sensitivity (30 % mod., S/N 20 dB} 
se cud eeeuesteaucesiecens aabecarsuleeniaustadacuctucse tts 20 pV / (560 pV / m) 
Total harmonic distortion ........::.cccccccscssssssssssssnsccaccene 0.7% 
Signal to noise ratio [30 % mod., 1 mV input) ............ 48 dB 
SOLS CUIVIEY siisises sesexnsaareicsesbancadioy ib iuxdsiesceiiccesicesanssanceecne 30 dB 
General 
POWEPr CONSUMPTION .....0..,:cererrerezeeensnenees sagesaieaesainseeaeeu 130 W 
AC outlet 
SWITCHED ........2escercorcescoeneeeone 2: (total 150 W, 1.25 A max.) 
Dimensions 0... .ccccccesscceteeezersasessen W:440 mm (17-5/16"} 
H:127 mm {5") 
D:380 mm (14-15/16”) 
Weight (net) ..............ss::ss:sccccncessensastersansavassones 6.9 kg (15.2 Ib) 


notice. 


€ F : 


Memory backup funetion 


Please note that the following contents will be erased if : 
this unit is not turned ON for approximately 3 days. 


@ POWER status (ON or OFF) 

e System control mode setting ([XS8] or [SL16]) 
e Input setting {including MD and LD) \ 
@ Volume level 

@ Receiving band 

e@ Frequency 

e Preset stations 


E 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without 


3e Cl é Ca tions (For other countries 


: Audio section 


. f Rated power output at the STEREO operation 


1 kHz, 10 % THD at 8 ©) «2.2.2.1 seccesecsesssesnseoneee 80 W + 80 W 
~ {DIN/JEC) from 63 Hz to 12,500 Hz, 


0.7 9% T.H.D., at & 00... csccccsseresnsenssonrsazernnerses 50 W+50 W 


Total harmonic distortion 
peverst vee: nersnree 0,03 % (1 kHz, 25 W, 8 Q) 
Signal to noise ratio ({HF'66} 
PHONO (MM) ........-.... 


20d eee ee ees est 


LINE (CD, VIDEO, TAPE) iia inden 91 dB 
laput sensitivity / impedance 

PHONO (IMUM) .....22::-0-ceesceresocsesserecsenerersees 2.5 mV / 47 kQ 

LINE (CD, VIDEO, TAPE) ........-.:::::scsese 200 mV / 47 kQ 
Tone controls 

BASS. ciicsescescertccsstesssssreererserrererccecceeeee: & 8 dB (at 150 Hz) 


EER Be BLES csccevordscasiocaue cose vseentvavnnstebonecies + 8 dB (at 10 kHz) 
LOUDNESS control at - 30 dB VOLUME Ievel 
asceerenneree + 6 MB (150 Hz} 


ee ee ee ee OO 


KR-AOBO [En} 
FIM Tuner section 


Tuning frequency range ....cccrccccccccnees 37.5 MHz~108 MHz 
Usable sensitivity 
MONO.. 


eee te ee ee 


a 1.4 pV (75 Q) / 14.2 dBE 
(75 kHz dev., S/N 30 dB) 
50 dB quieting sensitivity 
STEREO .......2ccsesesesscssscersecensesvesee 44 BV (75 QO) f 44.2 ABt 
(75 kHz dev.) 
Total harmonic distortion (1 kHz} 


MONG cpeccccesiicG nikaiatancs 0.6 % (65.2 dBf input) 

STEREO iaieeekie Siastedeneak 0.7 % (65.2 dBf input) 
Signal to noise ratio (1 kHz, 75 kHz dev.) 

EOIN: cvccecrtnresevaseoescteetersccivstoads 75 dB (65.2 dBf input) 

STEREO sistdecdecsteeetsticcern cies 68 dB i 2 dBf input) 
Selectivity (x 400 KHZ) ......-sccssssrrssrsrssetsereeseneereesersress 50 GB 
Stereo separation (1 kHz) ... slab decaressicust ta Sovshabengestecuacenrete 40 dB 
Frequency response... 30 Hz ~ 15 kHz, + 0.5 dB, — 3.0 dB 
AM Tuner section 
Tuning frequency range 

NL f ame eter ne Seine REE RCE Ra RO RET Care 531 kHz ~ 1,602 kHz 

WO MZ Socceecescds seis speck sieeesnadtessacense 530 kHz ~ 1,610 kHz 


Usable sensitivity (30 % mod., esi 20 dB) 
20 pV / (560 ae : Wy 


et htctetatiidatacee tet ieee) 


Total harmonic CistOrtion ..........cssscesccossossensevesserseanes 
Signal to noise ratio (30 % mod., 1 mV input) 

sali baaSiasascuto ul wiemieai ca ina aesaape nae ua tacts aan at sasbasivaatawten 48 dB 
SLAG CEIVIEY sisicansssansvessstvcesencedecaceodeiceecceseevapendcantnesncanancgin’ 30 dB 
General 
POWEF CONSUMPTION .......csceeceeronesersenseeesnranresenssenenreneee 130 W 
AC outlet 

SWITCHED 1... scnsnsscsnnnerecsneva sess Australia : 1 (90 W max.} 


Other countries : 2 (total 90 W max.) 

DIMENSIONS 2.2... .c0..sesee rere seveereeeesererseeteneeneeeeeereensee WW? 440 mm 
H: 127 mm 

D: 380 mm 

WY ENE (OE) acisssiisscdanecansstcsiisiacacsesiescencersusevagseosennasdssasnss 6.9 kg 


notice, 
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Memory backup function 


Please note that the following contents will be erased if 
this unit is not turned ON for approximately 3 days. i 


e POWER status (ON or OFF) 

e System contro! mode setting ([XS8] or {[SL16]). 
@ Input satting (including MO and LD} 

e Volume level 

e Receiving band 

_@ Frequency 

e@ Preset stations 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without 
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For the U.S.A. 


FCC WARNING 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if 
an unauthorized change or modification is made. 


NOTE: 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmful interference in a residential installation, This equipment may 


cause harmful interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference 
by one or more of the following measures: 

= -~ Reorient or relocate the receiving antenna. 
-~ Increase the separation between the equipment and receiver. 
— Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 
-- Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 


Note to CATV system installer: 

This reminder is provided to call the CATV system installer‘s attention to Article 820-40 of the NEC that provides guidelines for proper 
grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the 
point of cable entry as practical. 


KENWOOD 


For your records 

Record the serial number, found on the back of the unit, in the spaces 
designated on the warranty card, and in the space provided below. Refer 
to the mode! and serial numbers whenever you call upon your dealer for 
information or service on this product. 


Model. Serial Number. 


